


Fug(.

POunps »

Ewm










VNI EET 0T L arpeENier S
- - h". 1 .'l- ! \I'M -I.' Y ‘ \‘ I-'v._ i ‘*HH:"-.. 3 " 111
Lh.‘&*;.—i . % | Ay A\ H-,.'._ ;

L“. ._“ i i

T v —
N E‘-Ei%’ \% W

)
!
i

\
W l?"i-- . Uy h}"‘..‘- ‘ﬁ

1
) . "‘h...

1.
]
— i 1
. O
S
L =" .

14
i
i
I )
l'.ﬂ
B
%
A
i
R, -

2 i I/
e S S
S
" )
o joum

5 I -
o r
= |__I -
}
'. i - i I
5 d 3
- b Tl

. T

{
-
y, Ll
o

1

"







22

1/8/2002 10




‘""zmnhmu ' y' mf..,;mmnﬂm |




= o, mﬂh.....rl....q - "

A : T P
ST e

—

e
= e s e

\""T adk D

J | ﬁ
&l ”4
~ L

-




: g vi

852

P
w

-~

T
- & T
- . il o \ i
_—
-

4 -
-~ ~ T . _—y T
. . _:‘-_“ - s .-1 e - -
b i - -




X

o i

Prppatak 4 0

q L,

3 e =1

1--“=I=F-“-'

s

||!' -













. = 2l - : s
e A e A




FEG - Zb=2004






e (73207 NNINININDD [
Tum groa3sz NN :'




L &

.Tﬁ r-__ jf"
4

T
el '_" LF

N
o
[
-

i
Il
-
)
b

{j e




























—
.'.51-%.1‘..“”_.
'
WH
1.‘.
..l-.L
—
N
d J LT
it
L]
L 5
Y

L T

et

» -
¥ s -+ -
S - - -

- A FEM W
™ |q E . =

- - L |

-

- -

T S - — —mw - —

.o b

T T -

. "

























||||||m|1|r|l|l|1|
1] JIFT&IN







IR FII UL el
| 6 7’ ‘8

‘J'
siil 3385447













.'.
-

o7 : -,[ :
] b | & \ -
"ff_h.-» St

) T

- '.,"-_,.;.‘: "

s T T e
]




NOTSESISTATION

1/8/200210:36+°




OXYGEN

FLOW INDICATOR

I\




B e

- 3
 SRELNESS A N R B 3 it o.\ i .
N\ 2 4
N A s
. 2 \. 2
(]
o MR ¥4
el -
N I 3 :
fe ( i 9
F z < ; g
- F4 14
N










FEE 26 2004



res 2o 2004







KI5 ‘ ‘ AT

’:ﬁ. ’“-ﬁ%}k_ R
.
"

D0, 4 1.

"“ &£ qm

T













(UL 'WI']'?‘TQ"W’F['W%T?WW







)
B
5

A

“Ergan

v - %
3 mu "
“y < > .

-

. ]
&
o







|

;
a1
.
n :
Ta




hRE S




= -
-




—

E
il

te Storage Structure

=

daS

W







{
Staff Exh. 28

SAFETY LioHT CORPORATION
4150-A OLD BERWICK ROAD, BLOOMSBURG, PA 17815
717-784-4344  FAX 717-784-1402

6 February 1987

U.8. Nuclear Regulatory Commission
Region I

631 Park Ave.

King of Prussia, PA 19406

ATTN: Dr. J. Piccone.
Dear Dr. Piccone:

Please find enclosed the requested information concerning environ-
mental sampling data currently being conducted under USNRC License
No. 37-00030-02, Drawing No. 4D03-80, Safety Light Corporation
Building Site Drawing, shows the names and locations of the com-
panies currently occupying space as well as legend numbers that
correspond to Information sheets on environmental data.

Please feel free to contact the undersigned or Dr. John MacHutchin,
Radiation Safety Officer, if any information requires further
clarification.

Very truly yours,
SAFETY LIGHT CORPORATION

{1ler
sident



SAFETY LIGHT CORPORATION
LFGEND FOP MARKED=-UP DVIG. NO. 4003-80

(1) SLC PROCFSSING BUILDING - Mumerous & freauent H3 contamination
surveys conducted routinely - records examined during USNRC in-
spections. Rldg. posted & kept locked during off-hours.

(2) FOPMLCR GARPAGE (FLOOR ONLY REMAINS) - Dirt floor section
contaminated (200-2000 DPM/100 sgq.cm. removable alpha; O0-1 mrh
heta-gamma @ 2"). Cement floor section also contaminated (0.3 - 2
mhr beta~camma @ 2"). General area posted (See Item 2 below).

{3) CONTAMINATED SOIL APFA - S0il W & SW of former bldg. contam-~
inated (0 - 2 mrh @ 2"). Area posted.

(4) METAI, SILO (ABCVF GROUND) - Used for storage of contaminated
equipment. Interior contamination level varies with contents of
bldg. Fntry controlled by Health Physics - Bldo. posted & locked.

{5) SOLIP WASTE RUILDIKG - Surveyed routinely for H3 contamination
- records examined during USMRC inspections. Short periods of
occupancy only - entrv controlled by Health Physics. Bldg. posted
& locked durino off-hours.

(6) OLD HOUSE - Used only for storaage of misc. low-level
contaminated items. Low level removahle alpha contamination (200~
1000 8pm/100 sq.cm.) present in some interior areas. Bldg. posted
and kept locked.

(7) LIQOUID WASTFE BUILDING - Surveyed routinely for H3 contamina-
tion - records exarined during USNRC inspections. Short periods
of occupancy - entry controlled by Fealth Physics. Bldg. posted &
kept locked during off-hours.

{8) &' X 8' BUILDINC - Used for storace of some contaminated
equipment. Surveyed routinely for interior removable contamina-
tion & exterior radiation - records available for USNRC inspec-
tions. Bldg. posted and kept locked.

(e} UTILITY BUILDING ~ Used for storage of non-radioactive
supplies. Rldg. was decontaminated previously, but is surveyed
routinely for removable contamination - records are XKept available
for USKPC inspections. Rldg. posted & locked during off-hours.

{(10) FORMER PADIUM VPULT - Bldg. not used. Fxterior radiation
surveys conducted routinely (0-3 mrh beta-gamma € 2"). Bldg.
sealed and posted.

(11) MACFINF SPOP - Former USRC H3 bldg. Surveyed routinely for
removable HER contamination (since sealed former metal pipe exhaust
lines presumably contain some residual H3 contamination).
Infrecuently find an isolated spot of very low level removable
contamination. Bldc. posted & kept locked during off-hours.
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SAFETY LIGHT CORPORATION

(12) CONTAMINATED SCIL AREA - Area shows some detectable above
ground beta-gamma contamination (0 - 0.6 mrh @ 2"). Area is
posted. .

(13 thru 16) CONTAMINATED SOIL AREAS - Detectable levels of beta-
gamma soil contamination (most likely one or more of Cs{127),
€r{®0) and Ra(226)) have been found generally along the old,
filled-in canal bed (and, to a lesser degree, in some areas along
the lower plateau). Various areas are posted.

(17) FORMER USPC NISPOSAIL PITS (2) - Detectable levels of beta-
gamma radiation (0 - 0.5 mrh @ 2" above soil surface) are present
within this fenced area. The area is posted & kept locked. Entry
is controlled by Fealth Physics.

(18) EAST LAGOOK - Periodic underwater surveys have shown varying
levels of garma contamination (0 - 4 mrh at soil surface) in the
lagoon bed. Over the period 8/85 - 8/86, H2 levels in the water
presently have ranged from 0 - 25,000 pCi/L.

{(19) CAPPENTEP SHOP - One area of interior wall shows 140-170 mhr
beta-gamra (beta window of survey meter open) at contact. This
area has a rope barrier & is posted. Reta-gamma field at bharrier
rances from 0.1 .- 0.7 mrh. FRemovahle beta-gamma contamination
levels in the area range from 0O - 4,500 DPM/100 sg.cm. This area
is not normally occupied.

(192} WFLL HOUSE -~ Nirt floor in this area is alpha contaminated.
Area is posted & non-occupied.

(20) FOPMFP Cs{137} ION EXCHFANGE HPUT - Hottest spot on exterior
wall shows 1.5 ~ 1.8 mrh beta-gamma at contact. Area is posted &
kept locked - entry is controlled by Health Physics.

(21) CONTAMIMATED SOIL AREA (UMNDEP J,OADING DOCK) - Highest
radiation level at soil surface reads 7 mrh beta-gamma at contact.
Area is posted.

{22) CEMFMT TROUGF/SEWFR GRATE - Radiation field in contact with
orate surface is 4 -~ 5 mrh bgeta-garmma. 2rea is posted.

f23A) FORMFER HAND APPLICATION APFAS (2ND FIOOR;: Ra{226) & H(3)
PAINTS) - Attic above this area contains Ra(226)-contaminated
ductwork and rafters, underside of roof, etc. show some alpha
contaminated. Entrv door to attic area is posted.

(23B) MAIN RUILDING (1ST FLOOR) - Several isolated areas show
beta~gamma levels up to 0.3 mrh @ contact. These areas not
normally occupied. An old drain line used in connection with past
Sr (°0) operations, exists under concrete floor in one area - no
detectable radiation found above this floor.
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SAFETY LIGHT CORPORATION

(24A & 24B) PLANT SIDFEWALK ARFAS - Past surveys of outdoor
sidewalks have indicated isoclated areas of detectable contamina-
tion, e.g. at contact: 0 - 1.5 mrh beta-gamma & 0 - 4,000 cpm
alpha.

{25) FORMER PEPSONNEL OFFICE BUILDNING - 0l1d well in rasement
apparently once used for storage or disposal of some type of
radicactive material (no record of contents has been found). This
well is capped with concrete - beta-gamma levels at cap surface
ranage from 0 - 0.3 mrh. Bldg. is not occupied. BRasement area is
posted,

(26) FORMEP PLANT DUMP (BFTVEEN LAGOONS) - Beta-gamma readings at
soil surface range from ¢ - 0.5 mrh beta-gamma {(beta window open).
No apparent associated gamma radiation present. Area is posted.

(27) FORMFR PIPF SHOP - Removable alpha and beta-gamma contamina-
tion exists on many interior surfaces - alpha contamination range
is 0 =150 cpm; alpha-beta-gamma contamination ranges from 0 -
70,000 dpm/100 sg.cm. Area is posted and locked - bldg. is not
occupied.

(292) WEST LAGOON - Normaly contains no water. Surveys indicate no
detectable levels of contamination at soil surface.

(29) FORMFP PLANT DUMP - After discovery of this area in 1970,
some 7R ¥ 55 gal. drums of contaminated soil, etc. were removed
and shipped to an approved radwaste dispcsal site. Sfurface
radiation levels at contact ranges from C - 2 mrh beta-garma.
Area is roped & posted. Highest reading at barrier rope is 0.5
mrh beta-gamma.

{30) FTCBINC BUILDING - fubfloor of former shipping room (and
possibly the soil beneath this) shows removable alpha
contamination levels of 0 - 2000 dpm/100 sg.cm. No detectable
beta-camma radiation exists above the floor surface. Area is
posted. Area is not occupied.

Former ¥3 Uatch Dial Screenina Poom - This area was partially
decontaminated earlier, but some removable H3 contamination still
remains in some areas, e.g. ¢ - 115,000 dpm/100 sg.cm. PResidual
removable H2 contamination in former exhaust system filter banks
has been reduced to the 0 - 5,000 dpm/100 sg.cm. range; intericr
surfaces of plenum chamber now show no detectable H3 contamina-
tion. Residual H3 contamination levels existing inside exhaust
ducts proper are not known at this time. Area is posted & not
occupied.

Random wipe tests made in the Ftching Buidling attic show
removable alpha contamination levels in the 0 - 1000 dpm/100
sg.cm. range.
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SAFETY LIGHT CORPORATION

The former maintenance area (wire mesh enclosed) has a 12"
thick concrete floor poured over an old Ra(226) contaminated drain
line - no detectable radiation exists above this floor. Area is
not occupied.

{31) FORMEFR F3 FXIT SIGM ASSEMBRLY AREA - This area of the Ftching
Building shows no detectable levels of residual contamination;
however, a large number of o0ld metal die assemhlies are stored
here, many of which show detectable levels of alpha-beta-gamma
contamination. Area is posted & not occupied.

(32A - 232P2) DRAIN LINFS USED FCPR PREVIOUS USRPC OPFRATIONS - These
presently unused drain lines presumably still contain varying
degrees of contamination residual from previous operations.
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